
1. Scout the ground. While Ground Auger will hold in any terrain, some 
are obviously better than others, as muddy or wet conditions may require 
deeper depths in which to screw your Ground Auger (Figure A).
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Thank you for purchasing the Auger Bow Holder from Ground Auger Hunting 
Solutions. These instructions will guide you to the proper assembly and use of 
the Auger Bow Holder with your bow (not included).
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Figure A: Muddy or wet conditions 
may require deeper depths than a solid, 
hard or rocky condition. Insert your 
Ground Auger until solidly in place.

4. To remove Bow Holder after use, remove bow completely, grasp the 
Integrated Handle and twist counter-clockwise. Wipe off any moisture or 
debris and store in a dry place for best product lifespan.

2. Insert the Solid Steel Auger into the ground, and using the Integrated 
Handle, twist clockwise until solidly in place.

3. Align the lower limb of your bow above the Integrated Handle and slide 
it laterally between the Handle and Sound-Dampening Bow Holder (Figure 
B). Angle the bow back until it is resting with it’s weight evenly divided 
between the Handle and the Bow Holder (Figure C).

Slowly release your grip on the bow, testing to make sure the bow and 
the Ground Auger itself are firmly in place, before releasing your grip 
completely. If the stake is not solidly in place in the ground, or the bow is 
unbalanced in the Handle, it may tip over. Reverse the process to remove 
your bow from the Bow Holder. Do not attempt to shoot your bow while 
it is still in the Bow Holder.
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